9//

FABRIC BEARING PAD
(Interior - 42 Reg‘d)

ELEVATION OF OUTSIDE BEAMS

Showing Rail Post Spacing

FABRIC BEARING PAD

(Exterior - 12 Req’d)

11_2//

Hatched area fo be poured

Typ.

arter beams are in place.
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TOTAL SHEET
ROUTE NO. SECTION COUNTY SHEETS NO.

\34//

full widih of bridge.

L Fabric Brg. Pad A

¢ x 1’-6”" Dowel Rods /

S

9/./l

dowel rods in place.

After beams are in place drill
1y ¢ holes in cap & grout

Rods to be grouted and
allowed to cure (Min. 24 Hrs.)

prior fo grouting the shear

keys.

SECTION AT ABUTMENTS

@ Rt L7's

SECTION AT PIERS
@ Rf. L’s

24-0" f.-f. rail T.R. |01-15124-00-BR] SHELBY / | 2 3
= = 1 00-01100-00-BR| EFFINGHAM
~ 12°-0” i 12-0” _ Omit key on exterior 91297
See sheetf 9 for | o face of outside beams.
complete rail ? Rawy 45° min. 3" Radius 3577
details. ;“ Slope 37 in 127-0" - | angle of lift (Cold bent) ~ -
Grout Key w/ | 0y _ 155" _ 104y~
Non Shrink Grout i X \ gggmof 4-#5 B pars |
| g\ Ny T Full length of beam | ] 2-#5 By bars
i P.G. Each End
| go (6-3" Length)
Nar ! 4 /FT. T 3.
—— — : . — Y : e |
10]0)(0]0)(0]0)(010)(0]0)0]0,(0]0)(®0) T3 -
IRGYA 1) \ 1. \ IRWA 1. -\ 1.\ /- 1 \ 1. \ -H - 1.,
S RS I ool B4 PR BN 4 IR S R4 R B4 R 4 R S _“;___ R JLM-~M-~»———I é? X :5" VVZ?,fS X VVES,fS
' . I l ' 6// 6// N ) | ]34” %ZG‘SF/-GZN'/? d /
- N . .5 longitudina
Interior Brg. Pad (Typ.). ol Full length of beam
Exterior Brg. Pad (Typ.) | IFTING LOOP DETAIL SJ. Eh except af U bars
B 8 Precast Prestressed Concrete Deck Beams @ 3-07 = 24’-0” _ Approved alternate may be i 1
| - substituted for the above. ’ ~ ?%r,
Weight of 1 Beam = 18,800 Ibs. N ,
CROSS SECTION gy g
2 Strands — 24" 10 Strands RS
97, Lifting Loops = = ‘ )
ol 2 Each End 2 Strands - >fandard Crid Faltern 247 N 3, Chamfer
5o - /, © TYPICAL SECTION
I |} - —t 17-%5"¢ Strands, Each Strand Stressed to 28,900 Lbs.
| ——H- 37 Hole for . 1 10-Strands 13" up, 5-Strands 34" up, 2 Strands 127 up Note:  Place sirands
Transverse Tie Assemblies | = 1 symetrically about
| I I Expected Camber = g _ Qy A
6 1% Vent Holes Top 1 1 . of beam.
8 x 3-W2.5 x W5.5 ] 3,76 Drain Holes Bolt I T QOL
Wire Fabric, W55 vert. 4% Drain Holes 5oil. J n -+ 47 x 47 x 2" £ Washer
uii aeprn or beam. < 9% 42 Required Full thread sleeve 3 lon
Each End. el e e o o . . 2 o 2 . T o o ot ] S e e e e e e e e e e e e e — N l 8 q g
v SHE T 0 - [ 2 i
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3 - #4 U] ba/’ S S " ' " L m\ : ) R S -—‘[—.:_(\J —— lllllll 100000000 Mmanananac! M|||l ﬁ
Each Side 2% Holes for R \I'#Q[l B 1 ? N S — —t
571 |2-147| | 57 Dowel rods o - N 1 ~ - : E o
P 3 /Egch end A o A S| T S5 e o
37-8" 157-11" 211 15-11"" 16247 27147 T T Bk e .
™ e - —— -1 N . I L. . . : X N r T
N’ S L ’ e T S ) . A I - IN
B 40°-0” o. to o. _ o _ : Z v ) ") )
| 77 7| s . ’7,
PLAN | 4-j Li Qutside Beam /;/Lg ;or J ‘ dROd L3 "¢ Opening / 1'% x 2’-11" Rods
. equire (Thread Each End 47)
2-3" _ 5 Rail Post Spaces @ 9°-6"" = 47-6" 23" TYPICAL TRANSVERSE TIE ASSEMBLY 42 Required
NOTES
See sheet 9 for rail
post insert details 35" Prestressing steel shall be non-galvanized high strength, stress-relieved 7-wire strand, Grade 270.
\/M Typ. | il The nominal diameter shall be 5’ and the nominal cross-sectional area shall be 0.153 sq. in.
{ Lifting loops shall be 7 - wire stress-relieved 2-" ¢-270 ksi strands.
TR o Reinforcement bars shall conform to the requirements of AASHTO M-31, M-42 or M-53 Grade 60.
o) S et~ The bearing seat surfaces shall be adjusted by shimming to assure firm and even bearing. Two
k' fabric adjusting shims of the dimensions of the Exterior Bearing Pad shall be provided for each
Eb? . ]34 N : ]// GrOUf DeG/’ing.
2L xb Prem. Jt. Filler ] [ Keyway surfaces shall be cleaned fo remove form oil or other bond breaking material prior to

shipment of the beams. Cleaning shall be done by sandblasting the keyway areas between top of the
beam and the bottom edge of the key.

Required Release Strength, f’ci, shall be 4,400 p.s.i.

An equal substitution of the low-relaxation strands for the stress relieved strands will be permitted.

The 1’0 rods in the transverse tie assembly shall be tightened to a snug fit and the threads set.
Pockets that recieve transverse tie bar on outside shall be filled with grout after transverse tie assembly

is in place. BILL OF MATERIAL

ITEM UNIT
Precast Prestressed Concrete Deck
Beams (17’ Depth)

QUANTITY]

Sq. Ft. | 2,880
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A Division of Hampton,
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Civil & Structural Engineers

801S. Durkin Drive
Springfield, llinois 62704
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